
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELLLOG ELECTRICLOGS FiE X WATERSANDS LOCATION INSPECTED SUB REPORT/abd.

DATE FILED 4-03-89
LAND:FEE & PATENTED STATE LEASENO. PUBLICLEASENO U-44440 INDIAN

DRILUNGAPPROVED: 5-22-89 (CAUSE NO. 102-16B)
SPUDDED IN:

ff?µ O ¿)
COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.PI

GOR

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATEABANDONED: M'D PER BIM EFF 12-2-91
FIELD: GREATER CISCO
UNIT:

COUNTY: GRAND
WELL NO. TXO 14-2B API NO. 43-019-31287
LOCATION 350 ' FSL FT FROM (N) (S) LINE. 820 ' FWL FT FROM (E) (W) LINE SWSW 1/4 - 1/4 SEC 14
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OIL & GAS



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. 12eynolds. Executive Director
Water Rights Dee C. Hansen, State Engineer

1636 West North Temple - Salt Lake City, UT84116 • 801-533-6071

February 10, 1983
MASTERFILE

Ambra Oil & Gas Company
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

RE: Temporary Application 58503 (01-177)

Gentlemen:

Enclosed is a copy of your approved Temporary Application
Number 58503 (01-177). Thislis your authority to construct
your works and to divert thel water for the uses described.

This application will expire December 31, 1983, and it is
expected that no diversion or use of the water will be done
after that date unless another proposal has been made and
approved.

Your contact with this office, should you need it, is with
the Area Engineer, Mark Page. The telephone number is
637-1303.

Yours tr

Dee C. Hansen, P. E.
State Engineer

DCH:slm

Enclosure

Deputy State Engineer/Earl M. Stoker Directing Engineers/Harold D. Donaldson• Donald C. Norseth
Stanley Green • Robert L.



Fo'éni is:I:ll C
SUBMIT IN TRIP TE* Form approved.

(May 1 i3) (Other instructi
Budget Burean No. 42-R1425.

UN D reverse side
Drilling Bond // M-046557

DEPARTME ERIOR c5. LEABB DESIGNATION ANil BER N

L. SURVEY U-44440 -

APPLICATION FOR P IT TO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OB TRIBE NAME

NA
18. TYPE OF WORK

DRILL U DEEPENO PLUG BAŒ O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
NA

.a Ð °^1e O osse.
L°s" O "o"J"'" O 6· · == •= '= = = •

2. NAME or orERATon
TXO

9
Ambra Oil & Gas Company

· ""' "°

a. soDKE S OF OPERATOR
~Ë

47 W. 200 S., Suite 510 Salt Lake City, io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with an ti )1

At surance 11. SEC., T., B., M., OB BLK.

At proposed prod. zone 820' FWL300' FSL, SW4 SW4 N 1 o
Sec. 14, T20S R23E

14. DISTANCE IN MILES AND DIItECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

10 miles northeast of Cisco, Utah UILGASAMWING Grand Utah

1 NC FROM PROPOSED 16. NO. OF ACRES IN LEASE 17. NO. OP ACRES ABBIGNED

LOCATION To NEAREST
TO THIS WELL

io"Io'o°eaar'JS"Ïri?N Tine,
if any, 500' 160 10

18. DISTANCE FROM PROPOSED LOCATION* 19. PuuPUBED DEPTH 20. ROTARY OR CABLE TOOLS

TO NE.4HEST WELL, DRIL1.ING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE. Fr- 500r 2100' Rotary

21. ELEVATIONs (Show whet.her DF. RT, GR, etc.)
22. Arraox. DA•rm woax wich staar•

4703' GR \ September 1 , 1983
23' PROPOSED CASING AND CEMENTING PROGRAM

SYLF OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITT Òr CEMENT

11" 8-5/8" 24# 160' 35 sx foement to surface)
6-3/4" 4¼" 10kÑ 2100' 135 SX

Well will be drilled to test the Morrison Salt Wash Formation.
All shows encountered will be tested.

Blowout equipment to be used: 8" 900 series double gate shaffer
hydraulic type LWS

IN anovE srACE ut:senluE raorosEn runanAM: If proposal la to deepen or ping back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give perlinent data on subsurface inentions and useasured and true vertical depths. Give blowout

preventer program, if any.

smsen orra., Production Manager »,,, July 22, 10R

(This space for Federal or State office use)

PERMITN
APPynyli DITY

APPROVED BY TITLE
DATE

CONDITlONS OF APPROVAL, IF ANY
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BUREAU OF LAND MANAGEMENT RE: AMBRA TXO 14-2
Branch of Fluid Minerals NTL-6 Supplementary Information
2000 Administration Building for APD, 9-331-C
1745 West 1700 South
Salt Lake City, Utah 84104

Application for Ambra Oil & Gas Company, a Utah corporation, to drill in
the SW¾ SWi of Section 14, T20S, R23E, Grand County, Utah is set forth on Form
9-331-C. The purpose of this letter is to present the additional information
as required by the NTL-6 regulation.

1. Geologic Name of Surface Formation: Cretaceous Mancos Shale

2. & 3. Geological Formation Tops:

Cretaceous Mancos Shale Surface
Dakota 1450'

Jurrasic Morrison (Brushy Basin) 1610'
Morrison (Salt Wash) 1920'
Total Depth 2100'

4. Casing Program: See Form 9-331-C

5. Pressure Control Equipment: BOP and manifold will be tested to 1000
psi prior to drilling out shoe joint. Pipe rams will be operational and tested
daily. Blind rams will be operational and tested on trips. BOP and manifold

will be visually inspected daily. All tests will be recorded on daily tour
sheets. See BOP schematic.

6. Drilling and Circulation Medium: Operator plans to drill with air
and air mist as far as possible. A water-based drilling fluid will be used in
the event formation water is encountered, to control or kill oil or gas flows
and when running long string (41", 10.5 lb. casing). It will consist of an
invert polymer-type biodegradable mud at 8.2 lb. per gallon. Weight and mud
to 10 lb. per gallon will be provided if required. Potassium chloride (KCL'

D.G. chemical will be added as required.

7. Auxiliary Equipment: (1) Kelly Cock - Demco; (2) Floats at the
bitsub and string; (3) No monitoring equipment on mud system; and (4) Sub

on floor with a full-opening valve. The fill, kill and choke lines will be
attached to the well head below the BOP. The following auxiliary equipment
will also be used:

a. 6000# shut-off valve on stand pipe.
b. One float at bit and two string floats.
c. Sub 3}" IF to 2" valve for controlling blowouts when making

round



BUREAU OF LAND MANAGE
Ju.ly 19, 1983
Page -2-

8. Testing, Logging, & Coring: Schlumberger or Gearhart. No DST's

programmed. Electric logs will consist of dual induction laterlog (DIL),

compensated neutron and formation density (CNFD), caliper log (CL), and
sonic BHC. If casing is set, a cement bond log (CBL) and gamma ray log
(GRL) will be run. Drilling samples will be taken every 10 feet starting
100 feet above the Dakota formation. Microscope analysis will be done by a
geologist.

9. The maximum bottom hole pressure expected is 1500 psi. Flexibility

provisions are the BOP and high-pressure fittings and couplings. No hydrogen
sulfide problems are expected.

10. The approximate starting date is September 1, 1983, and drilling
should take from five to ten days.

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with

the conditions which presently exist; that the statements made in this plan

are, to the best of my knowledge, true and correct; and that the work asso-

ciated with the operations proposed herein will be performed by Ambra Oil &

Gas Company and its contractors and subcontractors in conformity with this
plan and the terms and conditions under which it is approved.

DATE LINDA CONDE
Production
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July 19, 1983

BUREAU OF LAND MANAGEMENT RE: AMBRA TXO 14-2

Branch of Fluid Mnerals Multipoint Requirements

2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

l. Existing Roads

a. Proposed well site is staked.

b. Route and distance from nearest town. Well site is located approx-

imately ten (10) miles northeast of Cisco, Utah. Exit at the east Cisco

Bookcliff exit on I-70. Go north about 150' and turn left at the first inter-

section of the county road. Proceed northwest on the Cisco Springs county
road approximately four (4) miles to the access road on the left (south) just
past the Browndirt #1 well on the left side of the Cisco Springs county road.
Turn left on this access road and proceed past the Willard Pease #4 well.
Turn right (southwest) on to the access road to the TXO 14-1 well (the first
right-hand turn past the Willard Pease #4). The access road to the TXO 14-2

well begins on the south side of the TXO 14-1 location. The length of the
new access road is approximately 500 feet to the northwest side of the
proposed well location. The new road will be constructed according to Class

III Standards.

c. The existing roads are solid in blue. The proposed access road is
dotted in red.

d. Does not apply.

e. If a development well, list all the existing roads within a one-mile

radius of well site. This radius includes the Cisco Springs County Road.

Also included is the TXO 14-1, TXO 23-1, Inland Fuels 23-lA, and Willard Pease

#4 combined access road.

f. Plans for improvement .and/or maintenance of existing roads. The

operator will maintain existing roads according to the Class III Standards.

2. Planned Access Road

1. Width: 16' travel surface, 20' disturbed width. Vegetation and the
top 2" of topsoil will be windrowed on the uphill (west) side of the access

road.

2. Maximum grades: i to 1 degree. No waterbars are needed.

3. Turn-out: no turn-outs are needed.

4. Drainage design: small borrow pit on one side for drainage. Should

production be established, the road will be upgraded and will be ditched and



Ambra TXO 14-2
Multipoint Requirements
Page -2-

5. Location of culverts and brief description of any major cuts and fills.
No culverts are needed in this .area. No major cuts or fills are required.

6. Surfacing material: none needed. Land will be disturbed very little.
No foreign material is needed.

7. Necessary gates, cattleguards, or fence cuts: none needed in this
area.

8. New or constructed roads: Operator will make use of existing roads
in the area. The new access road will be constructed approximately 500 feet
in length according to Class III Standards. The width will be 16' travel
surface, 20' disturbed width, scraped only on the surface. Surface disturbance
will be kept to a minimum. The top 2" of soil material will be windrowed on
the uphill (west) side of the proposed road.

3. Location of Existing Wells

a. See USGS topographic map.

b. Producing wells in a one-mile radius:

1. Sec. 13 Petrovest 13-1; gas
2. Sec. 14 TXO 14-1; oil
3. Sec. 14 Willard Pease No. 9; gas
4. Sec. 14 Browndirt #l; gas
5. Sec. 14 Browndirt #2; gas
6. Sec. 14 Willard Pease No. 12; oil & gas
7. Sec. 14 Willard Pease No. 4; oil
8. Sec. 15 Willard Pease #1; oil & gas
9. Sec. 23 Inland Fuels 23-4; gas

10. Sec. 23 TXO Mesa 23-1; oil
11. Sec. 23 Cisco SS 23-10; shut-in gas
12. Sec. 23 Inland Fuels 23-3; oil

c. Producing wells in a two-mile radius:

1. Sec. 9 Willard Pease 1-506; gas
2. Sec. 10 Willard Pease No. 1; oil & gas
3. Sec. 10 Willard Pease No. 5; gas
4. Sec. 10 Willard Pease No. 6; gas
5. Sec. 10 Cisco SS 10-2; oil
6. Sec. 11 Boardwalk/Ambra Levon #1; oil & gas
7. Sec. 11 Cisco SS 11-5; oil
S. Sec. 13 Isabelle Thomas No. 8; gas
9. Sec. 13 Isabelle Thomas No, 2; gas

10. Sec. 15 TXO 15-2; oil & gas
ll. Sec. 23 Inland Fuels 23-8; shut-in gas
12. Sec. 24 Thriftway No. 1; gas
13. Sec. 24 Clayton Nicole; gas
14. Sec. 24 Clayton Cathy; gas
15. Sec. 25 Jacobs 1-25; oil
16. Sec. 27 Cisco Dev No. 1; gas

. 17. Sec. 27 Cisco Dev No. 3;



AMBRA TXO 14-2
Multipoint Requirements
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d. No water, disposal, or injection wells are in a one-mile radius.

4. Location of Existing and/or Proposed Facilities

a. 1. Tank batteries. Operator maintains various production storage

tanks in T20s, R23E. If oil production is established, new tank batteries
will be installed in the northwest corner of the proposed location and will

be 125 feet from the wellhead.

2. Production facilities. Operator maìntains various pumpjacks,
dehydrators, and separators in T20S, R23E. If gas production is established,

new production facilities will be installed in the northwest corner of the
proposed location. All above-ground production equipment will be painted

using one of the colors specified by BLM personnel in their concurrence
letter.

3. Oil gathering lines. None - only to tank at location if oil
production is established.

4. Gas gathering lines. If the well qualifies for hook-up, Northwest

Pipeline will run a 4" lateral from their Trunk.A (6") to the well. If the
well does not qualify for hook-up by Northwest Pipeline, a line (pending
right-of-way) operated by Grand Valley Gas Transmission Company will be run .

from the Inland Fuels 23-4 well to the TXO 14-2 well. Gas lines will follow

existing roads as much as possible.

5. Injection lines. None.

6. Disposal lines. None.

b. Any new facilities required in the event of production will be located

in the northwest corner of the proposed location. See the enclosed sketch of

the area showing planned production facilities. All open and exposed pits will

be fenced to protect livestock and wildlife, and an earthen fire bunker will be

built around any tanks to hold 110% of the tank volume. Gas lines will be laid

on the surface to the lateral 4" line from the Trunk A line (pending right-of-

way) operated by Northwest Pipeline or the Inland Fuels 23-4 well (pending right-

of-way) operated by Grand valley Gas company. A time schedule for this will be

within a 60-day period upon completion of the well.

c. The reserve pit and any portion of the location and access road not

needed for production or production facilities will be reclaimed as described

in the rhabilitation section. Stockpiled/windrowed topsoil will be used in

reclaiming unused areas.

5. Location and Type of Water Supply

a. Cisco Springs in the SWASW¾ of Section 4, T20S, R23E. We have a

state water permit. The letter of .approval is



Form 316023 SUBMIT IN TRIP "' TE* Form approved.

DEPARTMUENNODFST ESNTERIOR
(Oth nstera n N . 1

BUREAU OF LAND MANAGEMENT U 11110

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEMORTRIBENAME

1a. TYPE or woaK
NA

b. TTPEOFWELL

DRILL U DEEPEN O PLUG BACK O 7. UN AGREEMENT NAME

OWELLL WASLL
OTHER

NNELE MOUNLTHLE 8. FABM OR LEASE NAME

2. NAME or oPERATon TXO

Ambra Oil & Gas Company 9. WELL NO.

3. ADDRESS OF OPERATOR TXO 14-2 B

47 West 200 South, Suite 510 S.L. io. pr AND POOI., OE WILDCAT

4. LOCATION Or wELI. (Report location clearly and in accordance with\ hf! iremëiftsm / Greater Cisco-Amea
At surface W (+20' ) FWL 11. SEC., T., R., M., OR BLK.

At proposed prod. z FSL SW'14 SW '14 A AND SURVEY OR AREA

37o FOL, SEo FSL cm du Sec. 14, T20S R23E
14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST OFFICE* 12. COÚNTY OR PABISH 13. BTATE

10 miles northeast of Cisco, Utah 01LBAS&MINING | Grand Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEASE LINE, FT- 500' 160 10
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OE CABLiTOOLS

TO NEAREST WELL, DRILLING, COMPLETED, gÿ
OR APPLIED FOR. ON THIS LEASE, ET. U \ /

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4703' GR May 15, 1989

23. PROPOSED CASING AND CEMENTING PROGRAM

slEE OF HOLE SIZE OF CASING WIBIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

11' 7" 18.5 160' 35 sacks (cement to surface)

6 3/4 4 1/2 | 10.5 2000' 135 sacks

Utilizing same location & drill pad, "skidding" hole 50' (+20)
East (to acconniodate drill pad) from existing successful
bore hole.
Well will be drilled to test the Morrison Salt Wash Formation. I

I

Blowout equipment to be used: 8" 900 series double gate shaffer
hydraulic type LWS

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to. deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to 111 or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

Production Manager March 31, 1989

(This pace to ederal or State oince use) APPROVED BY THE STATE
3 O/ SNW -avn.»- OF UTAH DIVISION OF

OIL, GAS, AND MINING
APPROVED BY TITLE

CONDITIONS OF APPROVAL, IF ANY:

LL SPAC G: M2-/M
*See lustructionsOn ReverseSi

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its
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SCALE: !" = 1000

TXO ý14-2
Located North 300 feet from the South boundary and East 820 feet
from the west boundary of Section 14, T20s, 823E, SLB&M•

Rp 200' N = 4700.8 Elev. 4703
Rp 200' S -: 4703.2
Rp 200' E = 4699.6 Grand County, Utah
Rp 200 ' w = 4702.1

,,,,, UDELL S. WILLIAMS'oSNÑ SURVEYOR'S CERTIFICATE 751RoodAvenue
.••••••. GRAND JUNCTION. COLORADO81501

mm THIS em TO CENTIVV THAT TNt ABOVE PLAT WAS PREPAREDf*/ No. 2573 i i '•°-'« ~°'"°'~~•'*="-"•-^°= •'"=•• enoro LOCATlON
eC ge ,, UNOrm MY suPfavastoss ANO THAT yng sang Amt Taug

i to af j --oco..=,...........-owanor.-o.""' TXO #14-18
'. 4/ Sw¼SW¼ SECTION 14

's, •.,8.

" T20S, R23E, SLB&m

DRAWN SY: USW omve:
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APR27 1989

DIVISIONOF
OlkGAS&MNNG

Nith regards to the drilling of the TXO 14-28, I hereby

certify that I, or persons under my direct supervision, have

inspected the proposed drì11 site and access route; that I am

familiar with the conditions which presently exist; that the

statements made in this plan are, to the best of my knowledge,

true and correct; and that the work associated with the opera-

4 t ons proposed herein wi ll be performed by Ambra Oi l & Gas

Company and its contractors and subcontreetors in conformity with

this plan and the terms and conditions under which it is ap-

proved.

April 25, 1989

DATE KERRY M. MILLER

Þroduction



IIII IIIII
BEFORETHE BOARDOF OIL, GASANDMINING

DEPARTMENTOF NATURALRESOURCES
IN AND FORTHE STATEOF UTAH

IN THE MATTEROF ADOPTINGAMEND- )
MENTSTO FIELD RULE1-2 AND2-2, )
CAUSENO. 2, NO. 102-5, AND NO. ) FINDINGS AND ORDER

102-16, WHICHRULES ESTABLISHED )
WILDCATWELL SPACING FOR THE ) /
SEIBER-CISCO NOSE AREA, GRAND )

AUSENO. 102-168

COUNTY, UTAH )

This cause came on for hearing before the Board of Oil, Gas and

Mining at 10:00 a.m. on Wednesday, eptember 26, 1979, in the executive

Conference Room, Holiday Inn, 1659 West North Temple, Salt Lake City, Utah.

The following Board Members were present:

Charles R. Henderson, Chairman

John L. Bell, Member

Edward T. Beck, Member

Thadis W. Box, Member

Constance K. Lundberg, Member

C. Ray Juvelin, Member

E. Steele McIntyre, Member

Appearances were made as follows:

James Bowers

DamonGilland

Dean Christensen

Don Quigley

NOW,THEREFORE, the Board having heard the testimony of the wit.nesses

and having considered the evidence and being advised in the premises, now

makes and orders the following:

FINDINGS

1. That due and regular notice of the time, place and purpose of the

hearing was given to all interested parties in the form and manner and within

the time required by law.

2. That the Board has jurisdiction over the matter covered by said

application and over all parties interested therein and has jurisdiction to

make and promulgate the order hereinafter set forth.

3. That the akota, Morrison and Cedar Mountain Formations underly the

area under consideration.

4. That the sands of the Dakota, Morrison and Cedar Mountain Formations

are lenticular in nature.
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5. That most, if not all, of the operators in the area are of the

opinion that it is not economically feasible to drill wells on the 40 acre

or 640 acre wildcat spacing pattern as provided for in Rule C-3, General Rules

and Regulations and Rules of Practice and Procedure.

6. That there is unanimity among the operators with respect to the

suggested amendments to Field Rule 2-2.

IT IS THEREFOREORDERED:

ORDER

1. That the Board's order in Cause No. 2, Cause No. 102-5, and Cause

1o. 102-16 is hereby revised as follows:

1$ eld Rule 1-2 reads:

The spacing of all wells drilled for oil or gas which are within the

following described area--to wit:

Township 18South, Range 25 East'
Sec: 25 through 36

Township 18 South, Range 26 East
Sec: 29 through 32

Township 19 South, Range 23 East
Sec: 19 through 36

Township 19 South, Range 24 East
Sec: All

Township 19 South, Range 25 East
Sec: All

Township 19 South, Range 26 East
Sec: 5 through 8

Township 20 South, Range 21 East
Sec: All

Township 20 South, Range 22 East
Sec: All

Township 20 South, Range 23 East
Sec: All

Township 20 South, Range 24 East
Sec: All

Township 20 South, Range 25 East
Sec: All

Township 21 South, Range 22 East
Sec: 1 through 12

Township 21 South, Range 23 East
Sec: All

Township 21 South, Range 24 East
Sec:
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and are not within a pool for which drilling units have been es ablished

shall be governed by Field Rule 2-2.

VField Rule 2-2 is amended to read:

"All wells drilled for the discovery of oil and/or gas,which
are not within a pool, reservoir, or field for which drilling
units have been established or for which a petition for establish-
ment öf a drilling unit has been filèd, shall be located not less.
than 500 feet from any property or lease line and not less than
200 feet from the boundary of any legal subdivision comprising a
govéFEmantal quarter-quarter section or equivalept lot or lots of
comparable size and locÿtion, and not less that*40Q feet from any
oil well, or less than il111.feet from any gas well, unless othe¶-
wisgegicall.g aut;horiz_ed by the Board aftegnotice Lot hearing.

Whenever an exceotion is granted bv the Board, the Board may, at
any__t_ime_th_ereafter, take such action as will offset any advantage
which the person securing_the _exception may obtain over the other
producers in the area covered by Field Rule 1-2."

All previously drilled wells and all wells drilled in the future which:

a. are less than 660 feet from the lease or property line and
are classified as gas wells or

b. are less than 200 feet from the lease or property line and are
- classified as oil wells

may be offset, the same distance frpm the property lin6 or a drilling unit
may be established for said well if the Board of Oil, Gas and Mining, finds,
after notice and a hearing that correlative rights are being viclateds.

Ali notices of Ìniention of Drill must be accompanied by a plat on
which is outlined the acreage covered by the lease on which the well is -

to be drilled. .. ..-..

Rule 1-2 and Rule 2-2 are only applicable to wells drilled or to be
drilled to a depth of 3500 feet or less.

2. That the board retains continuing jurisdiction over all matters

covered by this order and particularly to make further orders as may be

necessary under conditions and circumstances developed in the future.

ENTEREDthis 15th day of November, 1979.

STATEOF UTAH
BOARDOF OIL, GAS AND MINING

Charles R. Henderson, Chairman

Joh e 1, ember

Edward T. Beck, Member

-3-
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b. State method of transporting water. Water tank truck.

c. No water well is planned or needed.

6. Source of Construction Materials

The location will be on Federal land so if any sand or gravel is needed,
it will be brought into the area from a private source in Thompson, Utah, 21
miles west. No construction materials are planned or needed. This is flat
desert land on a Mancos Shale formation. Bladed roads that are watered and
packed down are the best roads for this area.

7. Method for Handling Waste Disposal

Cutting and drilling fluids will be discharged via air into the reserve pit.
A portable chemical toilet will be on location for sewage. Garbage and .waste

materials will be placed in a trash cage and hauled out when work is completed.
Produced fluids (oil and water) will go into tanks and pits, respectively.
The blouey line will be 125 feet long, centered, and angled down into the
reserve pit. It will be anchored. The blouey line will be misted while drill-

ing with air. The area will be free of trash and debris when the rig is moved
out. If any waste material is to be burned, a burning permit will be obtained
from the State Land Forestry and Fire Control Office in Moab, Utah prior to
burning.

8. Auxiliary Facilities

None other than a trailer and dog house. No camp or air strip is required.

9. Well Site Layout

1. Cross section of 150' x 150' drill pad with cuts and fills. The well
location is relatively flat and requires minimum cuts and fills. The top 6
inches of topsoil will be stockpiled/windrowed on the north side of the
location separate from vegetation.

2. Mud tank, reserve pit, and trash cages. See well pad schematic.
The reserve/blouey pit will be located on the southeast side of the location.
Vegetation the width of a bulldozer blade will be removed from the perimeter
of the reserve pit. The pit will be fenced on three (3) sides prior to drill-

ing, and the fourth side will be fenced when drilling is completed. The fence
will be 36" high of woven wire plus one strand of barbed wire for support.

3. See drawing.

4. Pits are to be unlined.

10. Restoration Plans

1. Lamediately upon completion of drilling, the location and surrounding
area will be cleared of all debris resulting from the operation. All
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will be deposited in a portable trash cage and hauled to a local town dumpsite.
No trash will be left in the pits.

2. The operator or his contractor will notify the Grand Resource Area
BLM Office in Moab, Utah (801-259-8193)forty-eight (48) hours prior to
starting rehabilitation work that involves earthmoving equipment. The Grand
Resource Area BLM Office in Moab will again be notified upon completion of
restoration.

3. Prior to any dirtwork restoration of disturbed areas, the reserve/
blouey pit will be dry and completely free of any trash or debris. Any such
trash or debris will be removed from the pit and public lands.

4. All disturbed areas to be restored will be recontoured to blend with
the surrounding area. The stockpiled/windrowed topsoil will be evenly distri-

buted over the rehabilitated area. All rehabilitated areas will be scarified
to a depth of eight (8) inches.

5. The rehabilitated area will be seeded from October 15 to November 15
or any other time that the Grand Resource Area Office approves. BLM personnel
will provide the appropriate seed mixture with their concurrence letter. The

seed mixture will be broadcast only. Following broadcast seeding, the area
will be harrowed or dragged to assure seed cover. Stockpiled vegetation will
then be scattered evenly over the reclaimed area and walked down with a dozer.

6. If the proposed well is completed as a producer, any unused areas will
be reclaimed as previously described.

7. After the rig is moved.

8. If there is oil in the pit, we will either remove it or install
overhead flagging.

9. Rehabilitation of the well site area will be completed within 60 days
after abandonment with the exception of reseeding following BLM instructions
(October 15 to November 15). In the event the well is completed as a dry hole,

rehabilitation will take place within 60 days after release of the drilling rig.
In the event the well is completed as a commercial producer of oil and/or gas,
unused portions of the well pad will be rehabilitated within 60 days after
completion. All restoration will be as per BLM instructions.

11. Other Information

1. The location is part oE the Green River desert area. Vegetation

consists of sagebrush, rabbitbrush, and shadscale. Cattle and sheep graze the
area in the fall and spring seasons. Cisco Springs is approximatley three (3)
miles to the northwest with no dwellings and no evidence of historical, cultural,

or archaeological value.

2. The Grand Resource Area Office in Moab, Utah (801-259-8193) will be

contacted 48 hours prior to commencing any work on public
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3. The operator's dirtwork and drilling contractors will be furnished

with an approved surface-use plan and BLM stipulations prior to any work.

4. An archaeological survey is not required as the area has been pre-

viously cleared.

5. If any subsurface cultural material is exposed during construction,

work will stop immediately, and the Grand Resource Area Office will be noti-

fied. All persons in the area will be informed of possible prosecution if
they disturb archaeological sites or remove artifacts.

12. Operator

Ambra Oil and Gas Company
American Plaza III
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

Telephone: 801-532-6640

Attention: Linda Conde

13. Certification

I hereby certify that I or persons under my direct supervision, have

inspected the proposed drill site and access route; that the statements made

in this plan are, to the best of my knowledge, true and correct; and that
the work associated with the operations proposed herein will be performed by

Ambra Oil and Gas Company and its contractors and subcontractors in conformity

with this plan and the terms and conditions under which it is approved.

DATE .

LINDA CONDE
Production
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Form 60-3 SUBMIT-IN TRIP * Form approved.
(No.veinber 1983) (Other instructions on Budget Bureau No. 1004-0136

ao,..riv 9 mc> UNITED STATES leversesíde) res gus 3; 9

DEPARTMENT OF THE INTERIOR DriŠng ind ,, E-46557
5. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U OMiO

O APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEBOBTRIBENAME

18. TYPE OF WORK NA

b. TTrmor wzr,L
DRILL U DEEPEN O PLUG BACK O 7. UN AGREEMENT NAME

OWELLL WASLL
OTHER

ELE OUNLTH*LE
8. FARM OE LEASE NAME

2. NAME OF OPERATOR TXO
Ambra Oil & Gas Company 9. WELL NO. A

3. ADDEESS OF OPERATOa TXO 14-2 B

47 West 200 South, Suite 510 S.L. C. , Utah 84101 io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) Greater Cisco Area
At surïace (_+20') FWL 220' L, '36 i j~SL

11. SEC., T., R., M., OR BLK.

At proposed prod. zone FSL SW'14 SW '14
AND SURVEY OE AREA

Sec. 14, T20S R23E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

10 miles northeast of €isco, Utah Grand Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 1Î. NO. OF ACEES 1.SSIGNED

LOCATION TO NEABEST TO THIS WELL
PROPEBTY OR LEASE LINE, FT- 500 ' 160 10
(Also to nearest drig. unit line, if any>

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH Š. ROTARY OR CABLE TOOLS
TO N RESFMWEOLNL, DRIL G COMPLETED, 50' (+20) 2000'

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4703' GR May 15, 1989
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

MAY15 1989
DMSIONOF

Qit,GAS&MINING

IN EBOVE SPACE DESCRIBE PROP D PROGBAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to dril deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

SIGN TITLE
duction Myer

DATE
March 31, 1989

(This space for Fed a r State oface use)
APPROVED BY THliáŸATE

/s/ KennethV.Rhea OIL, GAS, AND Mll IGI \

Dated1/1/80 LL SPACING: faz, g/o. /024Ê
*See InstructionsOn Reverse se

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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5. LEASE DESIGN&TION IND BREIAL NO.

BUREAU OF MANAGEMENT
U-44440

SUNDRYNOTKESAND REPORTSON WELLS
$• If IN • U•I·OME OR THE NAME

(Do not use this form for proponnis to drill or to deepen or plug back to a different reservoir.

Use "AFPLICATION FOR PERMIT-" for such proposais.)

1.
7. UNIT AGREEMENT NAME

w LI.
WAmaLL

oTsza

2. Naux or oPsaatoa
8. raan om LEAas NAxa

Ambra Oil & Gas Company TRO
3. ADDRESS Or 0PERATOg

9. WRI.T. NO.

47 West 200 South Suite .

4. LOCATION OF WELL (Report location clearly and in accordance wit 10. risLD AND Poot, om WILDCAT

See also space 17 below.)
at surfac' Greater Cisco (Snrin )

SW 1/4 SW 1.4 * See F e VÑ$ 1989 "· ""L,'J•o""a°32BLE. AND

Sec. 14
DIVISl0NOF T. 20 6 B 23 F

14. PERatlT NO. 15. ErzvArroNs (Show whether Dr. 12. CoastT om PARIan 13. BTATE

4703' GR GTalid TItah

16 Check Appropriate BoxTo indicate Nature of Notice,Report, or OtherData

NOTICE Or INTENTION TO:
SUBBEQUENT 8570E2 07:

TEST W&TER SBUT-Orr PCLL OR ALTER CASING WATER SECT-Orr REPAIRING WELL

FRACTURE TREAT 3IULTIPLE CO3fPLETE TRACTURE TREATHENT ALTERING CAalNG

SHOOT OE ACIDIZE
ABANDON* SHOOTING OR ACIDIZING

ABANDONMENT*

REPAIR WELL CHANGE PLANS X tother)
(NoTE : Report resulta of multiple completion on We11

(Other) Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR CO31PLETED OPERAT1oNs (Clearly state all pertinatic details, and give pertinent dates. Including estimated date of starting any

proposed work. If well is directionally drilled. give subsurface locatiuns and measured and true vertical depths for all markera and r,ones perti-

nens to this work.) *

As agreed in verbal & written corummication with Lynn Johnson

O at Moab BLM District Offices;
The "chained" footages for the exact well head location of this well
(by AOGCRep. Terry Leach & BLMRep. Jim Monroe) is:

' FSL

820 ' FWL

18. I hereby certify the g is true and correct

SIGNED TITLE PTOduction Manacer nars May 9 go

(This space for eral or State odice use)

APPROVED BT TITLE DATE

CONDITIONS OF APPEOVAL, IF ANY:

O *See Instructionson Reven. Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

Uniteci States any false, fictitious or fraudulent statements or representations as to any matter within its
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O
Ambra Oil and Gas Company
Well No. TX0 14-28
SWSWSec. 14, T. 20 S., R. 23 E.
Grand County, Utah
Lease U-44440

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that
the applicant holds legal or equitable title to those rights
in the subject lease which would entitle the applicant to
conduct operations thereon.

Be advised that Ambra Oil and Gas Corporation is considered to be
the operator of the above well, and is responsible under the
terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by BLMBond No. UTOO75.
(Principal - Ambra Oil and Gas Company) as provided for in
43 CFR 3104.3.

O This office will hold the aforementioned operator and bond liable
until the provisions of 43 CFR 3106.7-2 continuing responsibility
are met.

Operator shall plug and abandon the TX0 14-2, SWSWSec. 14, T. 20 S.,
R. 23 E., and TX0 15-2, NENWSec. 15 T. 20 S., R. 23 E., prior to
spudding this well (according to State of Utah spacing requirements).

A. DRILLING PROGRAM

All lease operations will be conducted in full compliance with
applicable regulations (43 CFR 3100), Onshore Oil and Gas Order No. 1,
Onshore Oil and Gas Order No. 2 and the approved plan of operations.
The operator is fully responsible for the actions of his subcon-
tractors. A copy of these conditions and the approved plan will
be made available to the field representative to insure compliance.

1. If unconsolidated rock is encountered, conductor shall be set ten
(10) feet unto underlying bedrock with cement circulated to
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B. SURFACE USE PROGRAM

Produced waste water will be confined to an unlined pit for a period not
to exceed ninety (90) days after initial production. During the ninety
(90) day period, an application for approval of a permanent disposal
method and location, along with the required water analysis, will be
sub:nitted for the District Manager's approval pursuant to Onshore Oil and
Gas Order No. 3 (NTL-28).

All loading lines and valves will be placed inside the berm surrounding
the tank battery.

All site security guidelines identified in 43 CFR 3162.7 regulatións will
be adhered to.

All off-lease storage, off-1ease measurement, or commingling on-lease or
off-lease will have prior written approval from the District Manager.

Gas meter runs for each well will be located within Ëive hundred (500)
feet of the we11head. The gas flowline will be buried from the wellhead
to the meter along with any other sections occurring on the pad. Meter
runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior to any
deliveries. Tests for meter accuracy will be conducted monthly for the
first three (3) months on new meter installations and at least quarterly
thereafter. The Area Manager will be provided with a date and time for
the initial meter calibration and all future meter-proving schedules. A
copy of the meter calibration reports will be submitted to the Resource
Area Office. All meter measurement facilities will conform with the API
standards for liquid hydrocarbons and the AGA standard for natural gas
measurement.

All permanent (onsite for six (6) months or longer) structures constructed
or installed (including oil well pump jacks) will be painted a flat,
nonreflective, earth tone color to match the standard environmental
colors, as determined by the Rocky Mountain Five State Interagency
Committee. All facilities will be painted within six (6) months of
installation. Facilities required to comply with the Occupational Safety
and Health Act (OSHA) may be excluded. Colors will be as follows:

Slate grey



C. Additional Requirements According To onshore oil and Gas Order No. 2

- 2000 psi BOP & BOPE:

Annular preventer, or double rams, or two rams with one being blind
and one being a pipe ram

Kill line (2 inch minimum)

1 kill line valve (2 inch minimum)

1 choke line valve

2 chokes

Upper kelly cock valve with handle available

Safety valve and subs to fit all drill strings in use

Pressure gauge on choke manifold

2 inch minimum choke line

Fill-up line above the uppermost preventer

- If repair or replacement of the BOPE is required after testing, this
work shall be performed prior to drilling out the casing shoe.

- When the BOPE cannot function to secure the hole, the hole shall be
secured using cement, retrievable packer or bridge plug packer,
bridge plug or other acceptable approved methods to assure safe well
conditions.

- Choke Manifold Equipment:

All choke lines shall be straight lines unless turns use tee blocks
or are targeted with running tees, and shall be anchored to prevent
whip and reduce vibration.

All valves (except chokes) in the kill line, choke manifold and
choke line shall be a type that does not restrict the flow (full
opening) and that allows a straight through flow.

Pressure gauges in the well control system shall be a type designed
for drilling fluid service.

- 2000 psi system - Accumulator Equipment:

Accumulator shall have sufficient capacity to close all BOP's and
retain 200 psi above precharge. Nitrogen bottles that meet manu-
facturer's specifications may be used as the backup to the required
independent power



Accumulator precharge pressure test: This test shall be conducted
prior to connecting the closing unit to the BoP stack and at least
once every 6 months.

Power for the closing unit pumps shall be available to the unit
at all times so that the pumps shall automatically start when the
closing unit manifold pressure has decreased to a pre-set level.

Each BOP closing unit shall be equipped with sufficient number and
sizes of pumps so that, with the accumulator system isolated from
service, the pumps shall be capable of opening the hydraulically-
operated gate valve (if so equipped), plus closing the annular pre-
venter on the smallest size drill pipe to be used within 2 minutes,
and obtain a minimum of 200 psi. above specified accumulator
precharge pressure.

A manual locking device (i.e., hand wheels) or automatic locking
devices shall be installed on all systems of 2M or greater. A valve
shall be installed in the closing line as close as possible to the
annular preventer to act as a locking device. This valve shall be
maintained in the open position and shall be closed only when the
power source for the accumulator system is inoperative.

- BOP Testing:

Pressure tests on ram type preventers shall be maintained for at
least 10 minutes or until requirements of test are met, whichever is
longer. If a test plug is utilized, no bleed off of pressure is

O acceptable. For a test not utilizing a test plug, if a decline in
pressure of more than 10 percent in 30 minutes occurs, the test
shall be considered to have failed. Valve on casing head below test
of BOP stack.

Annular BOP pressure tests shall be maintained at least 10 minutes
or until provisions of test are met, whichever is longer.

As a minimum, the above tests shall be performed:

**When initially installed;

**Whenever any seal subject to test pressure is broken;

**Following related repairs; and

**At 30 day intervals.

Valves shall be tested from working pressure side during BOPE tests
with all down stream valves open.



When testing the kill line valve(s), the check valve shall be held
open or the ball removed.

O Pipe and blind rams shall be activated each trip, however, this
function need not be performed more than once a day.

A BOPE pit level drill shall be conducted weekly for each drilling
crew.

Pressure tests shall apply to all related well control equipment.

All of the above described tests and/or drills shall be recorded in
the drilling log.

- Casing and Cementing:

All waiting on cement times shall be adequate to achieve a minimum
of 500 psi compressive strength at the casing shoe prior to drilling
out.

All casing, except the conductor casing, shall be new or recondi-
tioned and tested used casing that meets or exceeds API standards
for new casing.

The surface casing shall be cemented back to surface either during
the primary cement job or by remedial cementing.

All of the above described tests shall be recorded in the drilling
log.

All indications of usable water shall be reported to the authorized
officer prior to running the next string of casing of before plug-
ging orders are requested, whichever occurs first.

Surface casing shall have centralizers on every fourth joint of
casing starting with the shoe joint and up to the bottom of the
cellar.

Top plugs shall be used to reduce contamination of cement by dis-
placement fluid. A bottom plug or other acceptable technique, such
as a suitable preflush fluid, inner string cement method.,etc. shall
be utilized to help isolate the cement from contamination by the mud
fluid being displaced ahead of the cement slurry.

All casing strings below the conductor shall be pressure tested to
0.22 psi/ft. of casing string length or 1500 psi, whichever is
greater, but not to exceed 70 percent of the minimum internal yield.
If pressure declines more than 10 percent in 30 minutes, corrective
action shall be taken.



- Mud Program Requirements:

The characteristics, use and testing of drilling mud and the

O implementation of related drilling procedures shall be designed
to prevent the loss of well control. Sufficient quantities of mud
materials shall be maintained or readily accessible for the
purpose of assuring well control.

-Record slow pump speed on daily drilling report after mudding
up.

-Visual mud monitoring equipment shall be in place to detect
volume changes indicating loss or gain of circulating fluid
volume.

-A mud test shall be performed every 24 hours after mudding up to
determine, as applicable: density, viscosity, gel strength, fil-
tration, and pH.

-All flare systems shall be designed to gather and burn all gas.
The flare line(s) discharge shall be located not less than 100
feet from the well head, having straight lines unless turns are
targeted with running tees, and shall be positioned downwind of
the prevailing wind direction and shall be anchored. The flare
system shall have an effective method for ignition. Where non-
combustible gas is likely or expected to be vented, the system
shall be provided supplemental fuel for ignition and to maintain
a continuous flare.

- Drill Stem Testing Requirements:

Initial opening of drill stem test tools shall be restricted to day-
light hours unless specific approval to start during other hours is
obtained from the authorized officer. However, DSTs may be allowed
to continue at night if the test was initiated during daylight hours
and the rate of flow is stabilized and if adequate lighting is
available (i.e.,1ighting which is adequate for visibility and vapor-
proof for safe operations). Packers can be released, but tripping
shall not begin before daylight, unless prior approval is obtained
from the authorized officer. Closed chamber DSTs may be accom-
plished day or night.

-A DST that flows to the surface with evidence of hydro-
carbons shall be either reversed out of the testing string
under controlled surface conditions, or displaced into
the formation prior to pulling the test tool. This would
involve providing some means for reverse circulation.

-Separation equipment required for the anticipated recov-
ery shall be properly installed before a test starts.

-All engines within 100 feet of the wellbore that are
required to "run" during the test shall have spark
arresters or water cooled



- Special Drilling Operations:

O In addition to the equipment already specified elsewhere in
Onshore Order No. 2 , the following equipment shall be in place
and operational during air/gas drilling:

-Properly lubricated and maintained rotating head;

-Spark arresters on engines or water cooled exhaust;

-Blooie line discharge 100 feet from well bore and securely
anchored;

-Straight run on blooie line unless otherwise approved;

-Deduster equipment;

-All cuttings and circulating medium shall be directed into
a reserve or blooie pit;

-Float valve above bit;

-Automatic igniter or continuous pilot light on the blooie line;

-Compressors located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore;

-Mud circulating equipment, water, and mud materials (does

O not have to be premixed) sufficient to maintain the capacity
of the hole and circulating tanks or pits.
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O
D. Anticipated Starting Dates and Notifications of Operations.

Required verbal notifications are summarized in Table I, attached.
Written notification in the form of a Sundry Notice (Form 3160-5) will
be submitted to the District Office within twenty-four (24) hours
after spudding. If the spudding occurs on a weekend or holiday, the
written report will be submitted on the following regular work day.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported to the Resource
Area in accordance with requirements of NTL-3A.

Should the well be successfully completed for production, the District
Manager will be notified when the well is placed in producing status.
Such notification will be sent by telegram or other written communica-
tion, not later than five (5) business days following the date on
which the well is placed on production.

A first production conference will be scheduled within fifteen (15)
days after receipt of the first production report. The Resource Area
Office will coordinate the field conference.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with
the District Manager within thirty (30) days following completion of
the well for abandonment. This report will indicate where plugs were
placed and the current status of surface restoration. Final abandon-
ment will not be approved until the surface reclamation work required
by the approved APD or approved abandonment notice has been completed
to the satisfaction of the Area Manager or his representative, or the
appropriate surface managing agency.

Approval to vent/flare gas during initial well evaluation will be
obtained from the District Office. This preliminary approval will not
exceed 30 days or 50 NMCFgas. Approval to vent/flare beyond this
initial test period will require District Office approval pursuant to
guidelines in NTL-4A.

Upon completion of approved plugging, a regulation marker will be erected
in accordance with 43 CFR 3162.6.

The following minimum information will be permanently placed on the
marker with a plate, cap, or beaded-on with a welding torch:

"Fed" or "Ind", as applicable. "Well number, location by 1/4 1/4
section, township and range". "Lease number".
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TABLE 1

4

NOTIFICATIONS

Notify the Grand Resource Area, at (801) 259-8193for the following:

2 days prior to commencement of dirt work, construction or
reclamation;

1 day prior to spudding;

1 day prior to running and cementing surface casing;

1 day prior to pressure testing of B0PE and/or surface casing.

Notify the Moab District Office, Branch of Fluid Minerals at (801) 259-6111
for the following:

No well abandonment operations will be commenced without the prior
approval of the District Manager. In the case of newly drilled dry
holes, and in emergency situations, verbal approval can be obtained
by calling the following individuals, in the order listed.

O
Dale Manchester, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone: (801) 259-6239

Eric Jones, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone: (801) 259-2214

If unable to reach the above individuals including weekends, holidays,
or after hours please call the following:

Lynn Jackson, Chief, Branch of Fluid Minerals

Office Phone: (801) 259-6111

Home Phone: (801) 259-7990

24 HOURSADVANCENOTICE IS REQUIREDFOR ALL ABANDONMENTS.
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NOTICE F INTENTION TO: SUBSEQUENT ESPOx2 OF:

TEST WATER SECT•Orr PCLL OE ALTER CASING W&TER SBUT-Orr REPAIRING WELL

FEACTUEE TREAT 21 LTIPLE CO5tPt.ETE TEACTURE TallATHENT ALTzzlNC C181NG

SHOOT OR ACIDIZE ABANDON* 3200215,9 OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANs X other)
(NoTE: Report results of multiple completion on Well

(Other) Combietion or Recolapletion Report and Log form.)

17. DESCRIBE Pit0POSED OR CO3tPLETED OPERATIONS (Cle:arty state:1il pertinent details. and give pertinent dates, including estimated date of starting any
proposea work. If wesi is directionally drilled. gave suosurface locations and measured and true vertical depths for all markers and s;ones perti-
nens to this work.) *

As agreed in verbal & written conmunication with Lynn Johnson
at Moab BDI District Offices;
The "chained" footages for the exact well head location of this well
(by AOGC Rep. Terry Leach & BILI Rep. Jim Monroe) is:

350 ' FSL

820' NL

t.ÁMAY15 1989

DoSi0NOF
OIL,GAS&MINING

18. I herecy certify e joregozng is true and correct

sic:mo TrrI.E PTOduction Manager oats 197 1090

crat....c. ror r.4.rai see ...» branchofHuuiMmerals
O MoabDistrict MAYI I

APPROVED BY TITLE DATE
CONDITIONS'OF APPROVAL. IF ANY:

422,±: « = lae •s.. in.,«... .. a.,... sa.
itie IS U.S.C. Sect.on 1031. .-.aices it a c-ime for any person knowtngly and willfully to make to any department or agency of the

nttea 3tates any :aise, žicti:Ious er frauculent statements or representations as to any matter within its
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O State of Utah

DEPARTMENT OF NATURALRESOURCES

NormanH.Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen
355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City,Utah 84180-1203

DivisionDirector 801-538-5340

May 22, 1989

Ambra Oil & Gas Company
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

Gentlemen:

Re: TXO 14-2B - SW SW Sec. 14, T. 20S, R. 23E - Grand County, Utah
350' FSL, 820' FWL

Approval to drill the referenced well is hereby granted in accordance with the Order
of Cause No. 102-16B dated November 15, 1979, subject to the following stipulations:

1. Prior to commencement of drilling, receipt by the Division of evidence
providing assurance of an adequate and approved supply of water as required
by Chapter 3, Title 73, Utah Code Annotated.

2. In accordance with the spacing order in Cause No. 102-16B, the operator shall
plug and abandon the TXO 14-2 well, SW SW, Sec. 14, T. 20S, R. 23E, prior
to spudding this well.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notificationwithin 24 hours after drilling operations commence.

2. Submittal of an Entity Action Form within five working days following spudding
and whenever a change in operations or interests necessitates an entity status
change.

3. Submittal of the Report of Water Encountered During Drilling, Form 7.

4. Prompt notification if it is necessary to plug and abandon the well. Notify John
R. Baza, Petroleum Engineer, (Office) (801) 538-5340, (Home) @98-7695,or
Jim Thompson, Lead Inspector, (Home) 298-9318.

an equal opportunity



Page 2
Ambr1a & Gas Company

May 22, 1989

5. Compliance with the requirements of Rule R6l5-3-20, Gas Flaring or Venting,
Oil and Gas Conservation General Rules.

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone (80\) 538-6121.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-019-31287.

Sincerely,

Asso at Director, Oil & Gas

ir
Enclosures
cc: Branch of Fluid Minerals

D. R. Nielson
WE14/1-2

|



DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

Norman H. ngerter
Governor

355 West North Temple
Dee C. Hansen

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City,Utah 84180-1203

Division Director 4 801-538-5340

3une 23, 1989

Mr. Kerry M. Miller
Ambra Oil and Gas Company
American Plaza III
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

Dear Mr. Miller:

Re: TXO#14-2B and #15-2B Wells, Sections 14 and 15, Township 20 South, Range
23 East, Grand Countv, Utah

In response to our telephone conversation and your letter dated May 31,
1989, the staff of the Division of Oil, Gas and Mining has reviewed the
proposed operation involving the drilling of the referenced wells. It is the
staff's decision that the original condition of approval to drill the
referenced wells which requires the plugging and abandonment of the two
existing wells, TX0 #14-2 and TX0 #15-2, prior to drilling the referenced
wells, shall remain in effect.

It is not the Division's intention to frustrate or restrict activities to
develop oil and gas resources within the state; however, we must assure that
proper regulatory action is taken to prevent waste, to avoid the drilling of
unnecessary wells, and to plug and abandon oil and gas wells which are no
longer capable of production. The Division must adhere to and fully enforce
the rules and orders of the Board of Oil, Gas and Mining in order to maintain
consistent regulation of the petroleum industry in Utah. In this case, we
have determined that a verbal guarantee that the TX0 #14-2 and TXO#15-2 wells
will be properly plugged at some point in the future is not adequate to ensure
that such action will eventually take place. Therefore, you are still
required to plug the existing TXO#14-2 and #15-2 wells before commencement of
drilling operations on the referenced replacement wells.

As this is an administrative decision and action by the Division, you have
the opportunity to appeal this decision by requesting action by the Board to
grant an exception to current rules and orders. This can be accomplished by
submitting a petition to the Board in accordance with the Board's procedural
rules and by presenting evidence and testimony at a regularly scheduled Board
hearing. Copies of the statute, general rules, and procedural rules are
enclosed for your information.

an equal opportunity
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Mr. Kerry Miller
June 23, 1989

This matter has been discussed with the staff of the U.S. Bureau of Land
Management Moab District Office, and the Division has their support in this
action. If you have additional questions or concerns, please feel free to
contact me.

Sincer

J n R. Baza
etroleum Engineer

Enclosures
cc: U.S. Bureau of Land Management - Moab

Board of 011, Gas and Mining
D. R. Nielson
R. 3. Firth
Hell files



3162 (U-065)
(U-44440)

NOV2 7 1991
Noab District

DMS N P. G. Box 970
AS Moab, Utah 34532

Ambra Gil and Gas Company
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

Re: Application for Permit to Drill
ell Ac. TX0 14-28

SubW Sec. 14, T. 20 S., R. 23 E.
Grand County, Utah
Lease 0-44440

entlemen:

The Application for Permit to Drill the referenced well was approved on
May 31, 3989. Since that date, no known activity has transpired at
the approved location.

Applications for permit to drill are effective for a period of one year.
In view.of the foregoing, this office is rescinding the approval of the
referenced application.

Should you intend to drill at this location at a future date, a new appli-
cation for permit to orill must be subettted.

If you have any questions, please contact the Branch of Fluía Ninerals
at (801) 259-6111.

Sincerely yours,

/S/WILLIAMC.STRINGER
Assistant District Nanager
Minerai Resources

Enclosure:
Application for Permit to brill

cc: Grand Resource Area (w/o encl.)
State of Utah, Division of Gil, Gas and Mining (w/o encl.)>"



Statof Utah e
DEPARTMENT OF NATURAL RESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen 355 West North Temple

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City,Utah 84180-1203

Division Director 801-538-5340

December 2, 1991

Ambra Oil and Gas Company
47 West 200 South, Suite 510
Salt Lake City, Utah 84101

Gentlemen:

Re: Well No. TXO 14-2B, Sec. 14, T. 20S, R. 23E, Grand County, Utah,
API No. 43-019-31287

In concert with action taken by the U.S. Bureau of Land Management, approval to drill
the above referenced well is hereby rescinded. A new Application for Permit to Drillmust
be filed with this officefor approval prior to the commencement of any future work on the
subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notifythe Division of Oil,Gas and Mining immediately.

ely

Don Staley
Administrative Supervisor
Oiland Gas

DME/ldc
cc: R.J. Firth

Bureau of Land Management - Moab
Wellfile

WOl196

an equal opportunity



Pa Stat of Utah
DEPARTMENT OF NATURALRESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor
Dee C. Hansen

355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

December 23, 1991

Ambra Oiland Gas Company
48 West 300 South #307 North
Salt Lake City, Utah 84101-2008

Gentlemen:

Re: Well No. TXO 14-2B, Sec. 14, T. 20S, R. 23E, Grand County, Utah,
API No. 43-019-31287

In concert with action taken by the U.S. Bureau of Land Management, approval to drill
the above referenced well is hereby rescinded. A new Application for Permit to Drillmust
be filed with this officefor approval prior to the commencement of any future work on the
subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notifythe Division of Oil, Gas and Mining immediately.

Sincerely,

Don Staley
Administrative Supervisor
Oil and Gas

DME/ldc
cc: R.J. Firth

Bureau of Land Management - Moab
Well file

WOl196

an equal opportunity



3162 (0-0601
10-4444û)

hoab Bistrict
P. O. Box 970

Moa utah 84532

DEC2 1991
Ambra 011 and Gat Company
47 West 200 South Suite 510
Salt Lake City, Utah 84101

Re: Application for Permit to Ðrill
Well No. TXO 14-28 /9
SitSWSoc. 14 T. 20 S. R. 23 E.
Grand County, Utah
Lease 0444440

Gentlemen:

The Application for Permit to DntT the referenced well was approved on
14ay lk 1989. Since that date, no known activity has transpired at
the approved location.

Applications for permit to drill are effective for a pe lod of one year;
In view of the foregoing, this office is inscinding the approval of the
referenced appitcation.

Should you intend to drill at this location at a future date, a new appH-
cation for permit to drill must be submitted.

If you have any questions, please contact the Gianch of Fluid Minerals
at (801) 259-6111.

Sincerely yours,

AS/WLUAMC.STR1NGER
Assistant Otstrtet Manager
Nineral Resources

Enclosure:
Application for Permit to Orill

cc: Grand Resource Area (w/o encl.)
State of Utah, Division of Gil, Gas and Mining (w/o encl.T
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